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CLARIFICATIONS (5)
PUBLICATION REFERENCE: EuropeAid/129097/D/SUP/XK

Supply of Communication Tools, Equipment and Software
1. Questions regarding Technical Specifications   
	No
	Question
	Answer

	1
	We are following the documentation for the following tender: PUBLICATION REFERENCE: EuropeAid/129097/D/SUP/XK: Supply of Communication Tools, Equipment and Software

We have noticed, that clarification no.4 has been recently published.

We are aware, that the deadline for posting questions is overdue, but we believe, that this is a matter, that needs to be additionally explained.

In LOT 5, videoconferencing equipment is specified / clarified.

In original specification (tender dossier), it is clear, that the Line 1 is aimed to XXXX with integrated C60 codec (1080p camera with 12x zoom, 4 x XLR microphone inputs,…).

However, now, in the Clarification no. 4, multipoint options are explained, but are relevant to MXP codec, which is a part of »different« XXXX, which has integrated 6000 MXP codec. Only 6000 MXP codec can handle multisite with 6 sites. C60 codec can only handle 4 sites.

On the other hand, 6000 MXP codec does not come with the 1080p 12x zoom camera, (it comes with 720p 7 x zoom) and does not have 4 XLR microphone inputs (it has 3 XLR microphone inputs).

For reference, there are two models available.

1. XXXX with C60 codec  (more recent and up-to-date model)  (Tender dossier is referring to this model)

2. XXXX with 6000 MXP codec   (multisite explanation in clarification no. 4 is referring to this model)

We believe that you are referring to XXXX with C60 codec, as that is more up-to-date model. Technical specifications and capabilities of C60 codec are superior to 6000 MXP codec. On the other hand, C60 codec only allows 4 sites multisite, but maybe that is enough?

Can we expect any answer to these questions? It's a complicated situation, and we would like to propose the correct codec (being 6000 MXP or C60).


	4 sites, multisite session for this line.

Please see the Corrigendum number 3. 









PAGE  
Page 2 of 2

