Corrigendum No. 3
Supply of Communication Tools, Equipment and Software
 (Pristina – Kosovo)
PUBLICATION REFERENCE: EuropeAid/129097/D/SUP/XK

Part B: Annex II+III Technical Specifications + Technical Offer 
The following modifications to the technical specifications have been introduced (please refer to  the highlighted rows). 

The Technical Specifications provided in the tender dossier for the Lot 5 item number 1-Video Tele-Conference System were as below:

Lot 5 – Video Tele-Conference Equipment 

	Item 

Number
	Specifications 

	 1
	Video Tele-Conference System
Fully integrated system, which will include: 

· Codec module 

· Digital Audio Module

· Integrated speakers

· Integrated cabling

· 52" Full HD LCD, 16:9, 1080 x 1920 resolution 

· Network connection up to 6 Mbps point-to-point (H.323/SIP)/up to 10 Mbps Multisite (H.323/SIP)

· 5x Video Inputs/Outputs

· 4x XLR audio input with individual echo canceller

· Will support video standards, H.261, H.263, H.263+, H.264

· Will support audio standards, G .711, G.722, G.722.1, 64 bit & 128 bit MPEG4 AAC-LD, AAC-LD Stereo

· remote control

· microphones x3, with XLR connections

· EMBEDDED ENCRYPTION, for H.323/SIP point-to-point, Standards-based: H.235 v2 & v3 and AES

· NETWORK INTERFACES, 1 x LAN/Ethernet (RJ-45) 10/100/1000 Mbit

· PRECISIONHD 1080P CAMERA, 12 x zoom, +15°/-25° tilt, +/- 90° pan, 43.5° vertical field of view, 72° horizontal field of view, Focus distance 0.3m–infinity

· BASE, Floor standing footplate

· 220v AC input, euro plug
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Technical Specifications for item Lot 5 item number 1 shall now read as below: 

	Item 

Number
	Specifications 

	 1
	Video Tele-Conference System
Fully integrated system, which will include: 

· Codec module 

· Digital Audio Module

· Integrated speakers

· Integrated cabling

· LCD 720p Resolution 

· Network connection up to 6 Mbps point-to-point (H.323/SIP)/ (4 session) Multisite (H.323/SIP)

· 5x Video Inputs/Outputs

· 3 x XLR audio input with individual echo canceller

· Will support video standards, H.261, H.263, H.263+, H.264

· Will support audio standards, G .711, G.722, G.722.1, 64 bit & 128 bit MPEG4 AAC-LD, AAC-LD Stereo

· remote control

· microphones x3, with XLR connections

· EMBEDDED ENCRYPTION, for H.323/SIP point-to-point, Standards-based: H.235 v2 & v3 and AES

· NETWORK INTERFACES, 1 x LAN/Ethernet (RJ-45) 10/100/1000 Mbit

· PRECISIONHD 1080P CAMERA, 12 x zoom, +15°/-25° tilt, +/- 90° pan, 43.5° vertical field of view, 72° horizontal field of view, Focus distance 0.3m–infinity

· BASE, Floor standing footplate

· 220v AC input, euro plug
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All other terms and conditions of Tender Dossier remain the same.
